
Montague DPW 

128 Turners Falls Road 

Montague, MA 01351 

(413) 863-2054 

This institution is an equal opportunity provider. 
 

Sewer Permit 
 
Name of Applicant: _____________________________________  Date: _____________ 

 

Address of Applicant: ___________________________________________________________ 

 

Telephone Number: _____________________________________________________________ 

 

Name of Contractor: ____________________________________________________________ 

 

Address of Contractor: ___________________________________________________________ 

 

Telephone Number: _____________________________________________________________ 

 

Location of Work: ___________________________________ Map#_______ Lot#_________ 

 

Is this a new sewer connection?        Yes            No   

 

Size of Pipe to be Used: __________________________________________________________ 

 

Type of Pipe to be Used: _________________________________________________________ 

 

Anticipated Start Date: ___________________________________________________________ 

 

Estimated Duration: _____________________________________________________________ 

 

Dig Safe Number: ______________________________________________________________ 

 

Date Dig Safe Notified: __________________________________________________________ 

 

Highway Department Approval: ____________________________ Date: _____________ 

 

Sewer Commissioner Approval: ____________________________ Date: _____________ 

 

Sewer Commissioner Approval: ____________________________ Date: _____________ 

 

Sewer Commissioner Approval: ____________________________ Date: _____________ 



 

 The owner agrees to abide by the Town of Montague Sewer Ordinance and Policies for 

Sewer Use and New Installation. 

 

 The pipe used from the main to the property line shall be a minimum of 4 inches in 

diameter and have a minimum crushing strength of 2400 pounds. 

 

 A minimum of 15 inches of gravel shall be used as a sub-base for pavement on any 

roadway that has been cut and a minimum of 21/2 inches of bituminous concrete over this sub-

base. 

 

 The hook up to the town’s line will be inspected by the Highway Department before 

backfilling. 

 

 The person opening the road is responsible for maintenance of the area for a period of 

One year from initial backfilling. 

 

 All OSHA standards shall be adhered to, and shoring or sheeting must be provided in a 

roadway where depths exceed standard unshored depths. Cutting back on a slope will not be 

allowed. 

 

 All sidewalks, curbing, tree belts, etc. shall be returned to their original state if 

applicable. 

 

 Adequate safety and warning devices must be placed at appropriate locations to 

adequately warn and protect the motoring and pedestrian public. 

 

 

 

  

 

  


